20010723.ba v03_n194.bam.20010723 


>From ???@??? Mon Jul 23 09:47:09 2001 -0500 

Message-Id: <200107231447 . f6NEkwdL026307@sco.theporch. com> 
Date: Mon, 23 Jul 2001 09:46:24 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3194 


BOATANCHORS Digest 3194 
Topics covered in this issue include: 


1) RE: Preserving a film dial. 
by "Ed Sieb" <sieb@sympatico.ca> 
2) Re: Preserving a film dial. 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
3) RE: Preserving a film dial. 
by "Richard W. Solomon" <wiksz@tiac.net> 
4) Re: Preserving a film dial. 
by David Ross <ross@hypertools.com> 
5) RE: Preserving a film dial. 
by "Ed Tanton N4XY" <n4xy@att.net> 
6) Need schematics for a 0-1207 synthesizer 
by David Ross <ross@hypertools.com> 
7) Re: Preserving a film dial. 
by Mike Feher <n4fs@monmouth.com> 
8) Re: Preserving a film dial. 
by Scott Robinson <spr@earthlink.net> 
9) Re: Fluke 75 eVTVM ‘'wanders' 
by John Kolb <jlkolb@cts.com> 
10) Re: Presserving a film dial 
by "John Gibson" <gibsonj@mindspring.com> 
11) Re: Preserving a film dial 
by "John Gibson" <gibsonj@mindspring.com> 
12) Re: Fluke 75 eVTVM 'wanders' 
by Arden Allen <gumbear@pacbell.net> 
13) Need Howard 436 Schematic 
by David Hollander <n7rk@dancris.com> 
14) whazzit: WRL bit? 
by johnmb@mindspring.com 
Ident Radio 
by "Lloyd Scott" <res0Qgoy@gte.net> 
Boatanchors classified again 
by "David L. Thompson" <thompson@mindspring.com> 
17) Re: Boatanchors classified again 
by "anchor" <anchor@ec.rr.com> 
18) BBC reception 


15 


Ya 


16 


Ya 


by "John Gibson" <gibsonj@mindspring.com> 
19) Re: Ident Radio 
by Al Klase <skywaves@bw.webex.net> 
20) WTB: BC-221 handle; Fluke 207-5 VLF RCVR Manual 
by "Ed Tanton N4XY" <n4xy@att.net> 
21) "Missing"- (Off Topic) 
by "Sandy W5TVW" <ebjr@i-55.com> 
22) boatanchor FM 
by Morris Odell <MorrisO@vifp.monash.edu.au> 
23) Re: boatanchor FM 
by Bob Roehrig <broehrig@aurora.edu> 
24) TR4Cw knobs 
by Jim Condon <jcondon@NRAO.EDU> 
25) Re: TR4Cw knobs 
by "anchor" <anchor@ec.rr.com> 
26) Re: boatanchor FM 
by Ned Ely <adcinfo@ghg.net> 
27) Re: Presserving a film dial 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Preserving a film dial. 
Date: Fri, 20 Jul 2001 17:58:03 -0400 
Message-ID: <LOBBJHOLOOHLIPLONIAFOEFDEDAA.sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Since it is standard 35MM film, all you need to do is keep it dark 

and relatively cool. The material is standard cellulose acetate stock. 
The desiccant can't hurt, but you don't want the emulsion to get too 
dry so that it starts to flake off. 


I'd store it in a standard film can used for bulk film. These are the 
4" diameter cans which hold 100' of film. You can get these cans 

at pro photo shops, or pro photogs. Tape the can shut, and 

put it in your wine cellar or other cool location. I don't think 

a fridge is necessary. 


Ed - VA3ES 


See fall Original Message----- 

> From: John Gibson 

> Sent: Friday, July 20, 2001 5:40 PM 
> 


> I just bought a Racal RA17L and being a worry wart I got a spare 

> film dial for it. My concern now is how to store the spare dial so 

> that it will age at a much much slower rate than the one in the receiver. 
> The film dial looks like standard black and white 35 mm film stock. 


Message-Id: <5.1.0.14.0.20010720170215 .02719468@vuse. vanderbilt .edu> 
Date: Fri, 20 Jul 2001 17:09:21 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt.edu> 

Subject: Re: Preserving a film dial. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 02:40 PM 7/20/2001 -0700, you wrote: 

> I just bought a Racal RA17L and being a worry wart I got a spare film 
>dial for it. My concern now is how to store the spare dial so that it will 
>age at a much much slower rate than the one in the receiver. The film dial 
>looks like standard black and white 35 mm film stock. My instinct is to 
>keep the spare in the dark, maybe at the back of a refrigerator shelf, ina 
>tightly sealed Mason jar with a packet of dessicant for luck. Any thoughts? 


Congrats, a VERY nice set. See Colomor Electronics in England (they have a 
web site) for a fairly inexpensive set of replacement tubes. Even with 
shipping, it's not much more than a 5AR4 costs here.... 


They also have spare scales. Nice used ones are fairly inexpensive. 


The scale is made from printed mylar. It is not subject to the same kinds 
of deterioration as photo film. (The reason to keep film cool is to 
preserve the light-sensitive emulsion, which also responds to heat.) I 
therefore doubt that cool will help. The mylar itself ought to last 
indefinitely as long as it is simply sitting. The real problem is the inks 
on the scale. On my RA17L, the ink had printed through from one layer of 
the rolled scale to the next, leaving a lot of blotches. I was able to 
remove them with a Q-tip dipped in acetone. This did not dissolve the film 
material, but in any case be careful. Work slowly to insure that the 
acetone is fully evaporated before rolling the film forward. Fortunately 
there was enough ink in the original print that once the blotches were gone 
the scale looked fine. From this experience, one thing I might recommend 
is not to leave your spare scale tightly rolled to reduce the pressure on 
the ink. 


A. B. Bonds 


From: "Richard W. Solomon" <wiksz@tiac.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Boatanchors" <boatanchors@theporch.com> 
Subject: RE: Preserving a film dial. 
Date: Fri, 20 Jul 2001 18:11:43 -0400 
Message-ID: <LOBBJFMMJJCIMDIAGBILAEDOGBAA.wiksz@tiac.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


How about in the freezer ?? 
73, Dick, W1KSZ 


2enSe Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of John Gibson 
Sent: Friday, July 20, 2001 5:40 PM 

To: Old Tube Radios 

Subject: Preserving a film dial. 


I just bought a Racal RA17L and being a worry wart I got a spare film 
dial for it. My concern now is how to store the spare dial so that it will 
age at a much much slower rate than the one in the receiver. The film dial 
looks like standard black and white 35 mm film stock. My instinct is to 
keep the spare in the dark, maybe at the back of a refrigerator shelf, ina 
tightly sealed Mason jar with a packet of dessicant for luck. Any thoughts? 
Thanks. 


Message-ID: <3B58B44B.1786DCA2@hypertools.com> 
Date: Fri, 20 Jul 2001 15:44:27 -0700 

From: David Ross <ross@hypertools.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Preserving a film dial. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


John & the gang - 


John Gibson wrote: 

> 

> I just bought a Racal RA17L and being a worry wart I got a spare film 

> dial for it. My concern now is how to store the spare dial so that it will 
> age at a much much slower rate than the one in the receiver. The film dial 


> looks like standard black and white 35 mm film stock. My instinct is to 
> keep the spare in the dark, maybe at the back of a refrigerator shelf, ina 
> tightly sealed Mason jar with a packet of dessicant for luck. Any thoughts? 


Cool & dark are nice ideas - any way to store the film in a nitrogen 
atmosphere? 
Dave Ross N7EPI ross@hypertools.com 


From: "Ed Tanton N4XY" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "RACAL Reflector" <racal@qth.net> 
Subject: RE: Preserving a film dial. 
Date: Fri, 20 Jul 2001 18:47:06 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFGEHAHOAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I would do what the film-preservationists do: put it in a sealable 
container, and fill it with dry nitrogen. A welding supply house would 
probably give you enough to do the job. Since nitrogen is heavier than air, 
simply overflow the container with the lid almost in place, then close the 
lid and further seal it with a band of tape. Finally, by all means keep it 


dry and cool... if you have a basement corner that's constant, that ought to 
be enough. I would ABSOLUTELY NOT freeze it. I guess the ‘fridge would be 
OK... but probably not necessary, and it is a somewhat moist environment. 


Wonderful piece of equipment, isn't it?!!! I have the RA-17C that was the SW 
receiver monitor in the executive offices of the HQ of Radio Free Europe in 

‘DC. When they were closing down, it was retubed and air-freighted to RACAL 

in the UK (they no longer did tube receivers here-even then) for a full CAL, 
then air-freighted back. Wouldn't take anything for it!!! 


73, Ed Tanton N4XY <n4xy@arrl.net> 
Ed Tanton NA4XY 

189 Pioneer Trail 

Marietta, GA 30068-3466 


website: http: //www.n4xy.com 


LM: ARRL QCWA AMSAT & INDEXA; 
SEDXC NCDXA GACW QRP-ARCI 
OK-QRP QRP-L #758 K2 (FT) #00057 


Message-ID: <3B58B6C9.2494CBB@hypertools.com> 
Date: Fri, 20 Jul 2001 15:55:05 -0700 

From: David Ross <ross@hypertools.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need schematics for a 0-1207 synthesizer 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


BAfolks - 


Got a strange old oscillator/synthesizer here, appears to be one of 
the old Manson Labs units. Gray box, heavy & very much an analog item, 
lots of peanut tubes inside, wants 110/60, covers 2-34 MCs in four 
bands. I'd guess it to be about vintage 1960. Does anyone have a 
manual or even a set of schematics for this old beast. 


Anyone know where it was used? Is it one of those used with the 
synthesizer-driven R-390As in the GRC-129? 


(googlesearch for ‘manson synthesizer' got lots of hits, but not 
exactly what I was looking for...) 


thanks a bunch 
Dave Ross N7EPI ross@hypertools.com 


Date: Fri, 20 Jul 2001 20:07:03 -0400 

From: Mike Feher <n4f£s@monmouth. com> 

Subject: Re: Preserving a film dial. 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <003e01c11179$136fe5e0$20c5be18@n4fs> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


Over the years I have had about 12 or so RA-17s. I only have 2 now. I have 
never had one with a film problem. A lot of these were used in monitoring 
stations and were on 24/7, and I guarantee you they were anything but cool. 
One of mine has been in a rack at my QTH for the last 12 years of it's life 
and it has been essentially constantly on. So, I would not worry too much. 
They are great receivers. 73 - Mike 


Mike B. Feher, N4FS 


89 Arnold Blvd. 
Howell NJ, 07731 
(732) 901-9193 


Sees Original Message ----- 

From: "John Gibson" <gibsonj@mindspring.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Friday, July 20, 2001 5:40 PM 

Subject: Preserving a film dial. 


M9 VVVV WV 


Vv 


tightly sealed Mason jar with a packet of dessicant for luck. Any 
thoughts? 
> Thanks. 


Message-ID: <3B58D414.1A3BE21@earthlink.net> 
Date: Fri, 20 Jul 2001 18:00:04 -0700 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Preserving a film dial. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


John, 

I think your best bet is about 50 deg F (refigerator OK) and 30-60% 
humidity (refigerator not so good here, and dessicant might get it too 
dry). 

Regards, 


/scott 


John Gibson wrote: 
> 


I just bought a Racal RA17L and being a worry wart I got a spare film 
dial for it. My concern now is how to store the spare dial so that it will 
age at a much much slower rate than the one in the receiver. The film dial 
looks like standard black and white 35 mm film stock. My instinct is to 
keep the spare in the dark, maybe at the back of a refrigerator shelf, in 


> I just bought a Racal RA17L and being a worry wart I got a spare film 
> dial for it. My concern now is how to store the spare dial so that it will 


> age at a much much slower rate than the one in the receiver. The film dial 
> looks like standard black and white 35 mm film stock. My instinct is to 

> keep the spare in the dark, maybe at the back of a refrigerator shelf, ina 
> tightly sealed Mason jar with a packet of dessicant for luck. Any thoughts? 
> Thanks. 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Fri, 20 Jul 2001 18:38:16 -0700 (PDT) 

From: John Kolb <jlkolb@cts.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Fluke 75 eVTVM ‘wanders' 

Message-ID: <Pine.BSF.4.33.0107201830170 .15357-100000@king.cts.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 20 Jul 2001, Marty's Refl. Drop wrote: 


> Whatza eVTVM? Here in tube land itsa “ersatz Vacuum Tube Volt Meter." 
> 

> Display wanders up & down +/- 10%. For example, won't go to O-ohms on 
> lead-short. Instead starts @, say, 10 ohms & wanders up to 30 or goes 
> back thru 0 to some negative value. 

> 

Had an interesting problem with an HP310 once - had a meter 

offset that couldn't be adjusted out. Turns out the PVC wiring to 

the tube grid was slightly leaky. Replaced with teflon wire 

and problem went away. 


John 


Message-Id: <200107211629.MAA19570@hall.mail.mindspring.net> 
Date: Sat, 21 Jul 2001 09:28:08 -0700 

Subject: Re: Presserving a film dial 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 


I got a lot of good advice about preserving a spare 35 mm film dial for my 


Racal RA17L including recommendations to check with Kodak at: 
http: //kodak.com/ciHome/products/techInfo/e30/e30Contents. shtml#12638 
Watch those capitals! especially the I in techInfo. 


The basics are: seal the film in an airtight container with the relative 
humidity INSIDE the container between 30-35% and put it in the freezer if 
you want your heirs to use it in 100 years time. For only a few decades, put 
it in the refigerator or cool place. 

My instinctive thought to put dessicant in the container was a no no - 
very low humidity causes the film to become brittle, also humidity above 60% 
encourages fungus. 


Message-Id: <200107211636.MAA15145@hall.mail.mindspring.net> 
Date: Sat, 21 Jul 2001 09:34:49 -0700 

Subject: Re: Preserving a film dial 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 


In my zeal to see you got the correct site address for Kodak, I missed 
out the www. before kodak! 


Date: Sat, 21 Jul 2001 11:47:33 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Fluke 75 eVTVM '‘wanders' 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGGUOOD1I6UIHJ@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi John; 


Had an interesting problem with an HP310 once - had a meter 
offset that couldn't be adjusted out. Turns out the PVC wiring to 
the tube grid was slightly leaky. Replaced with teflon wire 

and problem went away. 


VV VV 


Had the same problem with a HP 410B. I could adjust out the offset with 
the zeroing control but when I switched polarity I had to rezero. A real 
nuisance. New wire, no more offset. Took hours to find. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3B59D362.512528FC@dancris.com> 

Date: Sat, 21 Jul 2001 19:09:22 +0000 

From: David Hollander <n7rk@dancris.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Need Howard 436 Schematic 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


I am working on a Howard 436-A and need a schematic. Does anyone have a 
schematic for a Howard 436-A or Howard 436 for that matter. Possibly 
someone can scan one and send me a pdf or a jpg or gif file. I will also 
upload it to BAMA and give you credit. BAMA has no Howard Schematics at 
present but I am about to upload the Howard 440 and Howard 430. 


Just put the Breting 12 back together and will post some photos as soon 
as I take them. 


Thanks, 
Dave N7RK 


KKK KKK KIKI AK IK IAA IKI IK IK III IK ICI IK III TCI IK ICI IK I IK ICA IK IC 
Dave N7RK - Webmaster CADXA http://cadxa.org 
Phoenix, Arizona *xDXCC Honor Rollx *WAZ#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


E-Mail: n7rk@dancris.com Home Page: 
http: //www.dancris.com/~n7rk 


From: johnmb@mindspring.com 

Date: Sat, 21 Jul 2001 15:29:17 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: whazzit: WRL bit? 

Message-ID: <Springmail.105.995743757 .0.20468200@www. springmail .com> 


Picked up a little box made by WRL that is labeled only 
CA-27. It has nothing but an out / in switch , and on the back 
a terminal strip with MIC PTT and GND on it. 


Anybody know whazzit? 


John 


Message-ID: <000901c230e9$7£3e55a0$02383d04@resOOgoy.vz.dsl.genuity.net> 
From: "Lloyd Scott" <res0Ogoy@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Ident Radio 
Date: Sun, 21 Jul 2002 12:04:53 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Greetings All: What is a RS-1 and does it have any other military 
ID? Many thanks 
Lloyd Scott 


Message-ID: <003701c11230$3a5ba7e0$2c5a56d1@default> 
From: "David L. Thompson" <thompson@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Boatanchors classified again 

Date: Sat, 21 Jul 2001 17:58:07 -0400 


I am still having problems with boatanchors classified with my 
earthlink/mindspring PC. I get a blank page rather than the nice graphics 
and when I go to the deal america home page I get a very old page that 
existed before deal america went live with ads. The page says welcome to 
the future deal america page. Their webmaster says there is no problem and 
I am getting a page that is 2+ years old. 

If you have this same problem please send me an e-mail directly and tell me 


what ISP/browser you are using! Earthlink is tracking down the problem as 
they get the same results at their support site. As before juno finds the 
page OK. 


73 Dave K4JRB 
thompson@mindspring.com 


Message-ID: <001501c11231$9d894100$6401a8cO@ec. rr. com> 


From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Boatanchors classified again 
Date: Sat, 21 Jul 2001 18:08:04 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 8bit 


hI Dave, 
Nice to see you again at Cary today. Did you sell your stuff? I didn't 
sell much, didn't buy much. 
But, I'm not acquainted with the BAclassified - pse give a URL - I'll give ita 
try with RoadRunner. 
tnx, 73, 
Al, W8UT 
New Bern, NC 
BoatAnchors appreciated here 
anchor@ec.rr.com 
http://www. thecompendium. net/radio/ 
And remember; "-They don¥t make tubes nowadays like they used to..." 
Sinsjs Original Message ----- 
From: "David L. Thompson" <thompson@mindspring.com> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Saturday, July 21, 2001 5:58 PM 
Subject: Boatanchors classified again 


I am still having problems with boatanchors classified with my 
earthlink/mindspring PC. I get a blank page rather than the nice graphics 
and when I go to the deal america home page I get a very old page that 
existed before deal america went live with ads. The page says welcome to 
the future deal america page. Their webmaster says there is no problem and 
I am getting a page that is 2+ years old. 

If you have this same problem please send me an e-mail directly and tell me 
what ISP/browser you are using! Earthlink is tracking down the problem as 
they get the same results at their support site. As before juno finds the 
page OK. 


73 Dave K4JRB 
thompson@mindspring.com 


VV VV VV VV VV VV VV VV NV 


Message-Id: <200107212228 .SAAQ2314@smtp6.mindspring.com> 
Date: Sat, 21 Jul 2001 15:26:38 -0700 

Subject: BBC reception 

From: "John Gibson" <gibsonj@mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-version: 1.0 

Content-type: text/plain; charset="US-ASCII" 
Content-transfer-encoding: 7bit 


Besides 11835kcs, I have been picking up the BBC on 5975kcs. 


There is a move on to try and save the BBC World Service, see 
http: //www.savebbc.org/ 


Message-ID: <3B5A549E.29908A69@bw.webex.net> 
Date: Sat, 21 Jul 2001 21:20:46 -0700 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Ident Radio 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


AN/GRC-109 SEE: 
http://www. geocities.com/saipan59/clan_radio/rs1.html 


13% 
Al 


Lloyd Scott wrote: 

> 

> Greetings All: What is a RS-1 and does it have any other military 
> ID? Many thanks 

> Lloyd Scott 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


From: "Ed Tanton N4XY" <n4xy@att.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Boatanchors-Tempe" <BOATANCHORS@LISTSERV. TEMPE .GOV> 
Subject: WTB: BC-221 handle; Fluke 207-5 VLF RCVR Manual 


Date: Sun, 22 Jul 2001 13:59:42 -0400 
Message-ID: <CKEGICNFDIMCEKEDCEHFMEMIHOAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello all... I need a couple of things: a BC-221 handle; and a Fluke 207-5 
VLF RCVR Manual. Thanks. 


73, Ed Tanton N4XY <n4xy@arrl.net> 


Ed Tanton NA4XY 
189 Pioneer Trail 
Marietta, GA 30068-3466 


website: http: //www.n4xy.com 


LM: ARRL QCWA AMSAT & INDEXA; 
SEDXC NCDXA GACW QRP-ARCI 
OK-QRP QRP-L #758 K2 (FT) #00057 


Message-ID: <0Q06901c112de$4£4d7300$069fcdd1@ebjr> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: "Missing"- (Off Topic) 
Date: Sun, 22 Jul 2001 13:43:34 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


This is off topic, but I have run out of options. Telephone, mail, obituary 
columns,etc. 


I am looking for anyone who knows the status of William F. Baska, W5TKL 
who was residing in Spicewood, Texas. Can anybody clue me in as to 

his whereabouts or demise? 

73, 

Sandy W5TVW 


Message-ID: 
<07A064EA6042D4118A62009027F70E770519BF@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: boatanchor FM 


Date: Mon, 23 Jul 2001 13:09:27 +1000 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="iso-8859-1" 


Anchorites, 


I have one or two boatanchor FM receivers which are mono only. I remember 
seeing stereo decoder projects in American magazines in the 1960s but they 
had little interest here in Oz as we didn't get FM until the 1970s. By then 
everything was sandy state. 


Now I want to build a vacuum tube stereo demultiplexer. Does anyone have a 
circuit or design for one?? 


Thanks 


73 de Morris VK3DOC 


Date: Mon, 23 Jul 2001 07:52:58 -0500 (CDT) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: boatanchor FM 

Message-ID: <Pine.OSF.4.31.0107230752270.29716-100000@students. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Mon, 23 Jul 2001, Morris Odell wrote: 


> Now I want to build a vacuum tube stereo demultiplexer. Does anyone have a 
> circuit or design for one?? 


Sherwood made one - I forget the model. Had one but never had the manual. 


73 Bob Roehrig K9EUL 
Aurora University Telecom/IS dept. 
630-844-4898 broehrig@aurora.edu 


Date: Mon, 23 Jul 2001 09:22:17 -0400 (EDT) 

Message-Id: <200107231322.JAA21605@polaris.cv.nrao.edu> 
From: Jim Condon <jcondon@NRAO.EDU> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TR4Cw knobs 


I picked up a Drake TR4Cw with red lines in the 
PLATE, LOAD, and SIDEBAND knobs instead of the 
usual white lines. Is this original or should 
I white them out with my trusty lacquer stick? 


Jim Condon, ADA4YM 


Message-ID: <006701c11383$01cc6320$6401a8cO@ec. rr. com> 
From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: TR4Cw knobs 
Date: Mon, 23 Jul 2001 10:23:13 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


I had a TR-4 a yr or 2 ago that was like that. I couldn't tell if they were 
original or not, & don't remember if I sold it that way or whited them out. 
73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 

anchor@ec.rr.com 

http://www. thecompendium. net/radio/ 


And remember; "-They don¥t make tubes nowadays like they used to..." 


rete Original Message ----- 

> I picked up a Drake TR4Cw with red lines in the 
> PLATE, LOAD, and SIDEBAND knobs instead of the 
> usual white lines. Is this original or should 
> I white them out with my trusty lacquer stick? 
> 
> 


Jim Condon, AD4YM 


Message-ID: <3B5C3805.A9028C67@ghg.net> 

Date: Mon, 23 Jul 2001 09:43:17 -0500 

From: Ned Ely <adcinfo@ghg.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: boatanchor FM 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Also, look in RCA manual RC-30. There is an entry in the circuits section for 
the various "chunks" of a tube type FM Stereo with a good tech overview. 

Ned Ely 

Bob Roehrig wrote: 


On Mon, 23 Jul 2001, Morris Odell wrote: 


> Now I want to build a vacuum tube stereo demultiplexer. Does anyone have a 
> circuit or design for one?? 


Sherwood made one - I forget the model. Had one but never had the manual. 
73 Bob Roehrig K9EUL 


Aurora University Telecom/IS dept. 
630-844-4898 broehrig@aurora.edu 


VV VV VV VV VV 


Message-Id: <5.1.0.14.0.20010723094746 .02795878@vuse. vanderbilt .edu> 
Date: Mon, 23 Jul 2001 09:49:30 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: Presserving a film dial 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 09:28 AM 7/21/2001 -0700, you wrote: 
> I got a lot of good advice about preserving a spare 35 mm film dial for my 
>Racal RA17L including recommendations to check with Kodak at: 


Please, guys. One more time: It's NOT film. It's mylar. It is not an 
emulsion, it is silkscreened. 

Storage at room temperature, in air, is fine. Just don't keep it rolled 
very tight to prevent ink transfer. 


A. B. Bonds 


End of BOATANCHORS Digest 3194 
KKKKKKKKKKKKKK KKK KERKE KK 


